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MELODYS sounder

The MELODYS sounder holds 16 pre-recorded
melodies (interchangeable with your own MP3
files).

Its function is to indicate breaks or class change
times in environments such as schools, factories
or workshops.

When linked to an emergency alarm system, the
MELODYS Sounder can also raise the alarm with
a personalised tone.

Combined with the Sigma master clock, the
MELODYS Sounder can wirelessly play a choice
of melodies at programmable times.

MoDELS

- 3 models: indoor, outdoor or embeddable.
- 2 types of power supply:

100 V to 240 VAC or 24 V DC.
- 2 models :

* DHF; wirelessly controlled by Sigma master clocks
with a choice of up to 16 melodies sounding at
different times.

» Hard wired; at power up, sounding the melody
chosen from the 16 melodies available.

FEATURES

- Integrated amplifier with volume adjustment for each
melody, 90 dB maximum at 1 m.
- Plays MP3 format audio files.
- Transfert of audio files by SD card.
- Melody test directly from the sounder.
- Melody duration: according to the recording (1sec
minimum).
- The 16 pre-recorded melodies can be supplemented with
melodies chosen or composed by the user and stored in
a SD memory card.
Indoor version : ©@
- White ABS fire retardant casing with tamper proof
cover.
- 5W loud speaker.
- Operating temperature : 0 to 50°C.
- Dimensions : H202 x W150 x D82mm.
Outdoor version :®
- White ABS fire retardant casing (RAL9010).
- 15W loud speaker.
- Operating temperature : -10 to 50°C.
- Dimensions : H280 x W175 x D160mm.
Embeddable version : ©
- 20W loud speaker.
- Operating temperature : 0 to 50°C.
- Dimensions : Loudspeaker H60 x & 190 mm —
Controller H 78 x L 220 x W 154mm.

Outdoor version

Installation examples

Master Clock with DHF
transmitter

)

i J)-))' =

Povs;er )

supply

Wired Melodys .
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Master Clock

Power supply
230V or 24V

3 buttons for
configuration :

- Melody Choice,

- Volume adjustment,
- Test of the melodies.

2 LED indicators :
- Power,

- Wireless radio signal
reception.

TSD card
slot

Autoclock Systems Ltd
93-97 Second Avenue
Heaton

Newcastle Upon Tyne
NE6 5XT

Technical features and
aesthetical aspects
are subject to change
without notice
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Tel: 0191 2761611
sales@autoclocksystems.co.uk
www.autoclocksystems.co.uk
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